
Heat+
Interlinked Heat Alarm

Smart Technology, Made to Care

The Heat+ Alarm is a discreet, compact unit which is specifically designed for applications 
where smoke alarms would be unsuitable, such as kitchens, garages and dusty areas. 

It can be easily programmed to interlink with other Smoke+ or Heat+ sensors, ensuring all 
connected devices alert when needed. The Heat+ is Class A1 against BS 5446-2 meaning it will 
alarm from 54 to 65℃ upwards.
. 
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 Test Button 
and LED

Sounder

Compatibility Various Industry Protocols

Operating Frequency 869.2125 MHz radiating less than 
10mW / Custom

Dimensions H90 x W90 x D73 mm 

Battery Sealed lithium battery

Transmitter Battery Life Up to 5 years

Auto Low Battery Battery tested daily (protocol 
dependent)

Device Life 10 years

Wireless Range Up to 600m line of sight

Compliance CE / UKCA / RoHS 2  / RED

Warranty 24 months

Interlinks with other Heat+ and Smoke+

Simple programming

Discreet, compact design

Safety lock to prevent easy removal

Sealed 10 year device

Alarm and low battery silence button

Extra large test button

Range of up to 600m (line of sight)

 

Hereby, Cair (UK) declares that the radio equipment type, 
Heat+ is in compliance with Directive 2014/53/EU
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